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974i System overview
Designed to meet today’s stringent 

production requirements, the 974i System 

offers process flexibility typically found in 

R&D systems. The 974i System surpasses 

the criteria for deposition of thin films 

in application critical devices and other 

applications requiring the absolute in 

uniformity.

Key capabilities
 � Horizontal cathode and substrate 

orientation for gentle substrate 

fixturing and varied substrate sizes

 � 20” x 20” substrate area

 � Capacity to process dimensional 

substrates up to 2” thick

 � High-rate DC magnetron sputtering 

and single / multiple-pass deposition 

features

 � Capacity to process up to one Gen 2.5 

substrate on the pallet

 � Throughput for 200mm wafer 

metallurgy is increased four times over 

that of a 900i System system

 � High vacuum loadlock with quartz 

heater lamps for efficient degassing of 

substrates

 � Optional planetary substrate pallet for 

unsurpassed film uniformity

 � Optional integrated RGA for process 

and fault monitoring of gas peaks along 

with integrated hi vac step

Specifications
 � Chamber ultimate ≤1 x 10-7 torr.

 � Chamber leak rate, 20 minutes to 1 x 10-4 torr.

 � High vacuum dome ultimate ≤1 x 10-7 torr.

 � High vacuum dome leak rate, 15 minutes to

 � 1 x 10-4 torr.

 � Pump down from atmosphere 110 minutes or less to 1 

x 10-6 torr or 2 x 10-7 torr overnight.

 � Load-lock high vacuum pressures utilizing CTI-8 cryo 

pump.

974i System details
The tool features a four-target main chamber system. 

Pallets allow instantaneous change of wafer sizes and 

the ability to process either the front or backside of the 

wafer.

The 744i System is also available with an optional 20 kw 

DC Pinnacle plus pulse sput and pulse bias configuration.

INLINE MAGNETRON SPUTTERING SYSTEMS
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Pallets/Cathodes

The 974i Series systems can be equipped with KDF’s exclusive 

and innovative Enhanced Rotary Planetary Pallet (ERPP™), 

which provides greatly improved wafer uniformities. In tandem 

with KDF’s cathodes, this pallet option can achieve better 

than ± 1% uniformities across the pallet and better than 0.5% 

repeatability between runs for dielectrics such as SiO2 and 

TiO2, compared with traditional pallet uniformities of ± 15-

20% for such materials.

For special applications the 974i Series family also features 

KDF’s Focest Cathode™, originally developed for high-

aspect ratio deep trench fills. This cathode is capable of 

increasing uniformity, rate and material utilization. The 974i 

is targeted at contact metallurgy processing because of 

its pure metal target deposition and convenient wafer to 

pallet loading abilities, for sputter down applications. The 

974i is ideally suited for manufacture of application critical 

thin films for hybrid circuits for defense, aerospace and 

space telecommunications applications. These applications 

normally require repeatable, high-throughput process for 

producing uniform films.

The 974i is designed for processing GaAs and other 

compound semiconductor applications. It is a four-target 

batch sputtering tool for both front and backside deposition, 

providing high utilization that increases cost-effectiveness 

and productivity. The 974i features the latest KDF cathode 

designs, which have been lengthened to 24.5 inches, offering 

improved uniformity over the entire pallet. Cathodes are 

available in both Planar™, Inset™ and RF/DC LMM™ cathode 

form.

System hardware features

 � 20kW low stored energy DC power supplies 

(Advanced Energy). Optional Pinnacle Plus power 

supplies.

 � Integrated throttling SS VAT valve allowing for 

upstream or downstream pressure control.

 � MKS multi component “Smart” 390 and 925 

gauges for integrated vacuum measurements.

 � Process gas control with up to four gas controllers; 

feedback controlled capacitance manometer; 

master/slave gas select ability; and gas ratio 

control.

 � Fully automated self locking top plate support 

system.

 � Stepper motor pallet carrier drive with optical 

encoder providing accurate programmable pallet 

carrier positioning, scan velocity profiling available.

 � Loadlock linear sensor – computer controller 

positioning system for increased loadlock accuracy 

and more limited fail-safe.

 � Low pressure hydraulics system for safety and 

smooth operation.

 � Optional 3kW/RF solid state power supply 

(Advanced Energy).

 � Complies with NFPA79 guidelines.

 � Consult factory for an extensive list of standard 

options.

Computer subsystem

 � Windows™ 10 based real-time GUI environment, 

coupled with 24” LCD touchscreen monitor mounted 

on an umbilicaled mobile HI cart.

 � Context sensitive recipe manger running out of 

Microsoft® SQL database.

 � Fully integrated package for real-time data display, 

data logging fully compatible with Excel™, Lotus™ 

and other Windows™ applications, report generation, 

remote interface and printing.

 � Optional connectivity to SECS/GEM communication 

and Windows™ applications through and OPC server 

interface.

 � Distributed Rockwell Control System utilizing Device 

Net and Ethernet IP field bus technologies.

Basic facility requirements

 � Power: 208 VAC, 3-phase, 200 Amps.

 � Water: 8.5 GPM, 70 PSIG min., 10°C - 24°C.

 � Compressed Air: 85 - 100 PSIG.

 � Process Gas: 25 PSIG 99.999%.

 � Pure Gas: Dry N2
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